**Suspension - Shock Mount**

**LINE EXTENSION**

![Shock Mount Image]

**PROBLEM:**
When a shock absorber mount breaks or corrodes on a Jeep, you’re often stuck replacing the entire axle assembly.

**FIX:**
This Dorman OE FIX shock mount allows direct replacement of only the failed front position shock absorber mount.

**926-072**
Jeep Wrangler, Grand Cherokee, Cherokee 2006-91 (Front Right)

*Pop Code: D | VIO: 1,664,874*

---

**Electronic Throttle Body**

**LINE EXTENSION**

![Throttle Body Image]

**PROBLEM:**
Original equipment throttle bodies often fail from excessive wear on internal electronics, and intrusion of oil, moisture and other contaminants.

**FIX:**
Features non-moving Hall effect sensors to eliminate wear and increase durability, and include a shaft seal to keep oil, metal shavings and other debris out of the gear train and other electronics.

**977-563**
Infiniti 2008-02, Nissan 2009-02 3.5L Engine

*Pop Code: C | VIO: 1,319,037*

---

**Keyless Entry Transmitter**

**LINE EXTENSION**

![Transmitter Image]

**PROBLEM:**
Replacing a keyless remote often requires expensive dealership or locksmith reprogramming.

**FIX:**
This Dorman OE FIX replacement includes a patented, DIY-friendly programming module for simple replacement.

**99390**
 Toyota Highlander 2013-08

*Pop Code: C | VIO: 622,572*

---

**Map Light Wiring Harness**

**LINE EXTENSION**

![Map Light Image]

**PROBLEM:**
The original equipment harness overheats, resulting in false warning light.

**FIX:**
This money-saving solution allows replacement of only the wiring harness, not the entire map light assembly.

**601-382**
Subaru Legacy 2009-07, Subaru Outback 2009-07

*Pop Code: D | VIO: 182,746*

---

**Fuel Pump Driver Module**

**LINE EXTENSION**

Made in the USA with the latest technological advancements featured in original equipment modules

- Includes a redesigned circuit board and higher temperature rated components to improve durability
- Installation hardware included for a complete repair solution

**904-104XD**

*Pop Code: A | VIO: 130,991*

---

Get vehicle applications and technical details at dormanproducts.com
Coil Spring Bracket
LINE EXTENSION

**PROBLEM:**
When a coil spring bracket breaks or corrodes on a Jeep, it often means fabricating a difficult repair in place.

**FIX:**
This Dorman OE FIX spring mount allows repair of the damaged frame section and mount.

**926-080**
Jeep Wrangler 2006-97
Pop Code: D | VIO: 665,440

Turbocharger Gasket Kit
LINE EXTENSION

Turbocharger installation kit includes the necessary equipment to seal a turbocharger and prevent air leaks
- Optimizes performance by re-sealing and connecting all parts of the turbo to prevent boost leaks
- Recommended replacement when servicing the turbocharger

**FAILURE MODE:**
- Original components crack or corrode over time, resulting in air leaks

**904-263**
Ford Super Duty 2010-08 6.4L Diesel Engine
Pop Code: B | VIO: 307,777

Vapor Canisters
LINE EXTENSION | OVER 100 SKUS AVAILABLE

Matches the function and performance of the original canister on specified vehicles
- Properly repairs issues with emissions controls to clear check engine light and pass inspection
- Vent valve included for a completed repair solution

**911-380**
Ford E Series Vans, F Series Trucks 2018-08, Lincoln Mark LT 2010
Pop Code: B | VIO: 2,205,153

Transfer Case Adapter Seal
LINE EXTENSION

Direct replacement for a worn or damaged original equipment seal between the transfer case and transmission
- Convenient on-hand part - this seal should be replaced whenever the transfer case is removed for service

**FAILURE MODE:**
- O-ring becomes brittle over time, transmission fluid leak

**926-831**
GM Full size trucks and SUV 1/2 ton 2014-91
Pop Code: B | VIO: 15,435,055

Steering - Pitman Arm
NEW

Rugged duty pitman arm is built for maximum load absorption and durability
- Features a hardened ball stud with a highly polished ball, a serviceable integrated bearing, I.C.E. synthetic grease and premium corrosion resistance

**FAILURE MODE:**
- Original ball joint wears over time, resulting in loose or unresponsive steering

**PA6536RD**
Cadillac Escalade 2006-02, Chevrolet Silverado 2000-99, GMC Sierra & Yukon 2001-03
Pop Code: C | VIO: 9,182,972

Fuel Injector
NEW

Piezo diesel fuel injector has been thoroughly remanufactured using an exclusive process to ensure optimum quality and reliability
- Completely disassembled, cleaned, inspected, reassembled with new internal components and tested to be leak-free

**FAILURE MODE:**
- Internal wear reduces injector performance, rough idle, poor engine performance

**502-504**
Ford 2004-03 6.0L Diesel Engine
Pop Code: D | VIO: 557,313

Get vehicle applications and technical details at dormanproducts.com